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AC-DC ITE Power Module

The speciication printed on the catalog is for promotion purpose. Please get detailed spec from Sales for final version.
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eAKC Series
20 Watt

Model
eAKC Single Output

eAKC Dual Output

eAKC Triple Output 
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Derating

Outline Dimensions & Pin Connections

Input Specifications

Output Specifications

General Specifications

Voltage Range 
Frequency 

Output Power  
Voltage Accuracy 
Minimum Load  
Line Regulation  
(LL to HL at Full Load) 
Load Regulation 

5ipple���0+] EandZidth� 
1oise ���0+] EandZidth� 
Temperature &oeႈcient 
Short Circuit Protection 

(ႈcienc\ �see taEle list� 
Isolation Voltage 
Isolation Resistance 
2perating Temperature 
Storage Temperature 
Humidity
Cooling 

20 Watt (max.)  
±2% (Full Load and Nominal Vin) 
0% to 10% (at Full Load) 
Single� 'ual ���                                      �t\p.�
Triple� ��� � ���                                     �t\p.�
Single: ±.1 % (0% to. 00% at Full .Load)             (typ.) 
Dual: ±3% (10% to 100% at Full Load)               (typ.) 
Triple� ��� �������� to ���� at )ull /oad�   �t\p.� 
��.�� 9out ���m9      �9p�p� �ma[.�
��.�� 9out ���m9      �9p�p� �ma[.�

±0.02% °C (max.)
+iccup mode� indefinite �$utomatic recover\�

75% to 84%                                (typ.)
3000 VAC                                   (min.) 
108 � �,nput to 2utput�                (min.)
�� �& to � ��¶& �Zith 'erating� 
��� �& to ���¶& 
95% RH                                      (max.) 
Free-air Convection 

�� a ��� 9$& or ��� a��� 9'& 
��a��� +] 

Physical Specifications 
Dimension 
�Tolerance ��.� mm� 
Weight
Case Material 

69.5 x 47.5 x 21.7 mm  
2.73 x 1.87 x 0.85 inches  
110 g 
Plastic resin �ÀammaEilit\ to 8/ ��9��� 

Pin # 1 2 3 4 5 6 7 8

Ƈ PoZer 0odule for P&% 0ountaEle
Ƈ 8niversal ,nput� ������ 9$&� ������ +] /oZ 
StandE\� �.�:
Ƈ 5egulated 2utput
Ƈ /oZ 5ipple and 1oise
Ƈ 2ptional Zith ScreZ Terminal
Ƈ &(� &%� 8/ $pprovals
Ƈ ��<ear :arrant\

Single )*    $& ,1 �1� $& ,1 �/�        12 P,1       �'& 28T       12 P,1       �'& 28T      12 P,1
'ual )*    $& ,1 �1� $*,1 �/�        12 P,1       �'& 28T      &2 0021    �'& 28T     12 P,1
Triple  )*    $& ,1 �1�   $& ,1 �/�        �'& 28T     &20021     �'& 28T     ��9 5T1     ��9 28T

eAKC-3.3S
eAKC-5S
eAKC-7.35S
eAKC-9S
eAKC-12S
eAKC-15S
eAKC-24S

eAKC-5D
eAKC-12D
eAKC-15D

eAKC-5S12D
eAKC-5S15D


